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§195.244

all or certain provisions of APl Rec-
ommended Practice 651 is not nec-
essary for the safety of a particular
breakout tank.

(d) For the internal bottom of above-
ground breakout tanks built to API
Specification 12F, APl Standard 620, or
APl Standard 650 (or its predecessor
Standard 12C), the installation of a
tank bottom lining after October 2,
2000, must be in accordance with API
Recommended Practice 652, unless the
operator notes in the procedural man-
ual (8195.402(c)) why compliance with
all or certain provisions of APl Rec-
ommended Practice 652 is not nec-
essary for the safety of a particular
breakout tank.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-66, 64 FR 15935, Apr. 2,
1999]

§195.244 Test leads.

(a) Except for offshore pipelines, elec-
trical test leads used for corrosion con-
trol or electrolysis testing must be in-
stalled at intervals frequent enough to
obtain electrical measurements indi-
cating the adequacy of the cathodic
protection.

(b) Test leads must be installed as
follows:

(1) Enough looping or slack must be
provided to prevent test leads from
being unduly stressed or broken during
backfilling.

(2) Each lead must be attached to the
pipe so as to prevent stress concentra-
tion on the pipe.

49 CFR Ch. | (10-1-99 Edition)

(3) Each lead installed in a conduit
must be suitably insulated from the
conduit.

§195.246 Installation of pipe in a
ditch.

(a) All pipe installed in a ditch must
be installed in a manner that mini-
mizes the introduction of secondary
stresses and the possibility of damage
to the pipe.

(b) Except for pipe in the Gulf of
Mexico and its inlets, all offshore pipe
in water at least 3.7 m (12 ft) deep but
not more than 61 m (200 ft) deep, as
measured from the mean low tide,
must be installed so that the top of the
pipe is below the natural bottom unless
the pipe is supported by stanchions,
held in place by anchors or heavy con-
crete coating, or protected by an equiv-
alent means.

[Amdt. 195-22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195-52, 59 FR 33397, June
28, 1994; 59 FR 36256, July 15, 1994]

§195.248 Cover over buried pipeline.

(a) Unless specifically exempted in
this subpart, all pipe must be buried so
that it is below the level of cultivation.
Except as provided in paragraph (b) of
this section, the pipe must be installed
so that the cover between the top of
the pipe and the ground level, road bed,
river bottom, or sea bottom, as appli-
cable, complies with the following
table:

Location

Cover inches (millime-
ters)

For rock
exca-
vation 1

For normal
excavation

Industrial, commercial, and residential areas ..............c.c.ccccceue.

.......................... 36 (914) | 30 (762)

Crossings of inland bodies of water with a width of at least 100 ft (30 mm) from high water mark to

high water Mark  ..........ccccceeeriiiiieee e

48 (1219) | 18 (457)

Drainage ditches at public roads and railroads ......

36 (914) | 36 (914)

Deepwater port safety Zone ...........ccccovveviiiiininiiiieeieieen
Gulf of Mexico and its inlets and other offshore areas under water less than 12 ft (3.7 m) deep as

measured from the mean low tide ..
Any other area

| a8 (1229) | 24 (610)

36 (914) | 18 (457)
30 (762) | 18 (457)

1Rock excavation is any excavation that requires blasting or removal by equivalent means.

(b) Except for the Gulf of Mexico and
its inlets, less cover than the minimum
required by paragraph (a) of this sec-
tion and §195.210 may be used if—

(1) It is impracticable to comply with
the minimum cover requirements; and
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